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ОБЗОР ОБОРУДОВАНИЯ

ВНИМАНИЕ: Высокие уровни звукового давления от наушников могут повлечь потерю слуха.

ВНИМАНИЕ: Данное оборудование должно подключаться только к разъемам.Thunderbolt™.

Введение
Благодарим Вас за выбор Clarett 8Pre, модели из серии профессиональных Thunderbolt™ аудио интерфейсов от 
Focusrite, обладающих высококачественными предусилителями с принципиально новым дизайном и уникальной 
функцией AIR. Вы становитесь обладателем устройства, которое в сочетании с программой Focusrite Control  
представляет собой гибкое и профессиональное решение для управления сигналом в компьютерных системах 
записи с предельно низкими задержками.

Вы также можете использовать Clarett 8Pre в качестве отдельного конвертера и микшера в режиме “stand-alone”, 
изменяя конфигурации с помощью программного обеспечения и производя запись на внешние рекордеры.

В настоящем руководстве приведено подробное описание оборудования, которое позволит вам понять принцип 
работы устройства и освоить управление всеми функциями. Мы рекомендуем вам прочитать данное руководство, 
чтобы полностью ознакомиться с возможностями Clarett 8Pre, не зависимо от того, являетесь опытным 
пользователем или только начинаете знакомство с компьютерными системами записи.

В случае, если необходимая вам информация отсутствует в предлагаемой документации, пожалуйста, 
обратитесь к разделу нашего сайта http://www.focusrite.com/answerbase, где вы сможете найти ответы на шрокий 

круг технических вопросов.

ВАЖНО: Не менее полезным, чем настоящее руководство, является инструкция по использованию 
программного обеспечения Focusrite Control, которая может быть загружена с сайта

http://uk.focusrite.com/downloads
Инструкция по Focusrite Control содержит подробное описание программного обеспечения, которое 

было разработано специально для управления интерфейсами Focusrite серии Clarett. 

http://www.focusrite.com/answerbase
http://uk.focusrite.com/downloads
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Описание
Аудио интерфейс Clarett . 8Pre . обеспечивает подключение микрофонов, музыкальных инструментов, а также 
цифровых и линейных аудио сигналов к компьютеру с помощью Thunderbolt™ . подключения. . Сигналы с 
физических входов устройства могут быть направлены на виртуальные каналы вашей программы для 
звукозаписи (Digital .Audio .Workstation .-“DAW”). аналогичным образом, виртуальные выходы вашей .DAW .могут 
быть направлены на физические выходы интерфейса.

 
          
              
           
           


Clarett 8Pre также имеет отдельные разъемы для передачи MIDI сообщений и синхронизирующих сигналов 
word clock ко внешним цифровым устройствам.

Важной особенностью Clarett . 8Pre . является принципиально новый дизайн аналоговых предусилителей. . В 
добавление к уникальному в своем классе динамическому диапазону и способности передать полную градацию 
усиления, в электронную цепь была добавлена новая функция AIR. Независимое включение данной функции 
доступно для каждого из каналов и позволяет выполнить тонкую настройку частотной характеристики 
предусилителя, моделируя импеданс и резонансные характеристики оригинальных трансформаторных 
предусилителей Focusrite серии ISA. При работе с хорошими микрофонами Вы сразу ощутите повышенную 
четкость и разборчивость в чрезвычайно важном диапазоне средних частот, где в этом так сильно нуждаются и 
голос, и многие инструменты.

Программное обеспечение Focusrite Control, входящее в комплект поставки, было специально разработано, 
чтобы упростить работу пользователя при конфигурировании Clarett 8Pre, предлагая готовые настройки для часто 
встречающихся задач записи. В более сложных ситуациях программа обеспечивает детальную настройку 
маршрутизации и мониторинга, а также возможность контролировать глобальные параметры оборудования, 
такие как частота дискретизации и синхронизция устройств.

Комплект поставки
Помимо самого интерфейса .Clarett .8Pre .в комплект поставки входят:

• .кабель AC системы питания с разъемом IEC
• .Важная информация о кодах доступа к следующим .on-line .ресурсам:

- Драйверы
- 1 Гб сэмплов и библиотека звуков.от.Loopmasterss
- Программа управления Focusrite.Control
- Набор плагинов Focusrite Red 2/Red 3 Plug-in Suite

Системные требования
ВАЖНО – Пожалуйста, используйте ссылку ниже для проверки совместимости аудио интерфейсов 

серии Clarett с компьютерными операционными системами
www.focusrite.com/clarett/compatibility

По умолчанию входные сигналы направляются на соответствующие входные каналы программы записи (DAW), 
однако Focusrite Control позволяет также направить их на физические выходы самого устройства, минуя DAW, для 
мониторинга с ультра-низкой задержкой, если Вам это понадобится.

http://www.focusrite.com/clarett/compatibility
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НАЧАЛО РАБОТЫ

ВАЖНО: Пожалуйста, установите драйверы, прежде чем подключать устройство к вашему компьютеру.

Установка программного обеспечения
Все программное обеспечение, необходимое для работы с Clarett 8Pre, а также дополнительные программы 
доступны на сайте Focusrite (www.focusrite.com/register). В комплекте поставки вы также найдете коды для 
активации, которые необходимо ввести в регистрационных формах по ссылке выше. Это обеспечит Вам 
доступ к наиболее актуальным версиям программного обеспечения.

 Откройте веб-страницу www.focusrite.com/register/, используя ваш привычный веб-браузер.

  


  


 

 

 

Скачайте и установите драйверы Clarett 8Pre. Следуйсте инструкциям на экране.

По завершению инсталляции вам будет предложено перегрузить компьютер.

После перезапуска подключите Clarett 8Pre с помощью Thunderbolt кабеля.

 Если у вас возникают затруднения на начальных этапах, пожалуйста, посмотрите наше видео руководство -  
www.focusrite.com/get-started

http://www.focusrite.com/register
http://www.focusrite.com/register/
http://www.focusrite.com/get-started
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Характеристики оборудования

Передняя панель

4
5

4 5 8 9 13
1414

11

1 2 67 10 123

Передняя панель включает все ручки предусилителей входных каналов, секцию мониторинга с регуляторами и 
два входных разъема для подключения микрофонов, линейных источников или инструментов.

	            




	 48V - две кнопки для включения фантомного питания на XLR контактах комбинированных входных 
разъемов для входов 1-4 и 5-8 соответственно. (Входы с третьего по восьмой находятся на задней панели 
устройства). Каждая из кнопок имеет красный светодиод для индикации включения фантомного питания.

	 Ручки управления предусилителями входов 1-8. Настройте уровень входных сигналов на каналах с 
первого по восьмой соответственно.

	 INST - светодиодный индикатор включения режима инструментального входа.  Переключение режима для 
jack контактов 1 и 2 входов доступно из программы Focusrite Control. При включении инструментального 
режима диапазон возможного усиления и входной импеданс изменяются по сравнению с линейным 
режимом, и вход становится небалансным. Это позволяет подключать инструменты напрямую в ин 
интерфейс с помощью двухконтактных разъемов TS. При выключении инструментального режима входы 
настроены для работы с линейным сигналом. И для коммутации линейных источников сигнала вы можете 
использовать как балансное (TRS) так и небалансное (TS) подключение.

	 AIR - восемь желтых светодиодных индикаторов включения функции AIR на соответствующих входах. 
Включение функции доступно из программы Focusrite Control. . AIR изменяет частотную характеристику 
входных каскадов, моделируя звучание трансформаторных предусилителей Focusrite серии ISA.

	 Индикаторы уровня - десять 6-сегментных светодиодных индикаторов: а) уровень восьми входных 
сигналов (измерители 1-8), б) уровень выходных сигналов MONITOR 1 и 2 (измерители L и R). 
Измерители входного сигнала показывают уровень после прохождения каскадов предусилителя, таким 
образом индикация зависит от настройки усиления. Измерители выходного сигнала показывают уровень 
до регулятора уровня мониторной секции, поэтому настройки уровня здесь не повлияют на работу 
индикаторов. Отдельные светодиоды соответствуют уровням сигнала -42 (зеленый, "сигнал 
присутствует"), -18 и -12 dBFS (зеленый), -6 и -3 dBFS (желтый) и 0 dBFS (красный). Уровень 0 dBFS, 
соответствующий уровню "цифровой  перегрузки", необходимо избегать.

	 - зеленый светодиодный индикатор, горящий при наличии Thunderbolt подключения к компьютеру.

	 MIDI - зеленый светодиодный индикатор, горящий при получении MIDI информации через 
соответствующий MIDI вход на задней панели.
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	 LOCKED - зеленый светодиодный индикатор, подтверждающий синхронизацию как по встроенному 
генератору Clarett 8Pre, так и по внешнему цифровому входу.

	 MONITOR - регулятор уровня основного мониторного выхода. По умолчанию, настраивает уровень 
сигнала на выходных разъемах основного мониторного выхода на задней панели устройства. Однако, 
программа Focusrite Control позволяет изменить конфигурацию для настройки любых из десяти 
аналоговых выходов устройства.

	 DIM.и.MUTE - два переключателя, контролирующие работу мониторных выходов;.кнопка DIM.уменьшает 
уровень выходных сигналов на 18.дБ,.а кнопка.MUTE.полностью выключает выходы..По умолчанию, оба 
переключателя связаны с мониторными выходами 1 и 2. Однако, вы можете настроить изх для работы с 
любыми другими аналоговыми выходами в программе Focusrite Control. Кнопки имеют внутреннюю 
подсветку (DIM:. желтый,. MUTE:. красный). для обозначения включения функции.

	 HP1.и.HP2.- подключите две пары стерео наушников к двум разъемам 1/4" TRS jack ниже регуляторов 
уровня. Выходы на наушники дублируют сигналы направленные на аналоговые выходы 7/8 и 9/10 (как 
стерео пары). Маршрутизация сигналов осуществляется в программе Focusrite Control.

	 POWER - тумблер и светодиодный индикатор включения.
	 Рэковые крепления для монтажа Clarett .8Pre .в стандартный .19” .рэк.
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Connecting your Clarett 8Pre

IMPORTANT: Before you connect the Clarett 8Pre to your computer, please 

complete the software installation according to the instructions on page 5.  .

This will ensure that the hardware uses the correct drivers, and will  .

prevent unexpected behaviour.

The Clarett 8Pre should be connected to AC mains with the supplied AC power cable. Plug the IEC 
connector into the rear panel IEC receptacle and turn the unit on with the front panel power switch. 

The Clarett 8Pre has a Thunderbolt™ port (on the rear panel). Once the software installation is 
complete, simply connect the Clarett 8Pre to your computer using a Thunderbolt™ cable. 

Computer audio setup
Your OS should automatically select the Clarett 8Pre as the default audio device. You can check that 
this selection has been made correctly, if you wish. Details of how to do this on various operating 
systems can be found at www.focusrite.com/clarett8Pre-getstarted.

Audio Setup in your DAW
After installing the drivers and connecting the hardware, you can start using the Clarett 8Pre with 
the DAW of your choice.
 
Please note - your DAW may not automatically select the Clarett 8Pre as its default I/O device. In 
this case, you must manually select the driver on your DAW’s Audio Setup* page, and select the 
Focusrite Thunderbolt driver. Please refer to your DAW’s documentation (or Help files) if you are 
unsure where to select the Clarett 8Pre as your audio device.

* Typical name – page names may vary with DAW

http://www.focusrite.com/clarett8Pre-getstarted
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Connecting Clarett 8Pre to loudspeakers
The 1/4” jack MONITOR outputs on the rear panel (Line Outputs 1 and 2) will normally be used 
to drive monitoring speakers. Self-powered monitors (e.g., typical computer speakers) incorporate 
internal amplifiers, and may be connected directly. Passive loudspeakers will require a separate 
stereo amplifier; in this case, the rear panel outputs should be connected to the amplifier’s inputs.

All the line output connectors are 3-pole (TRS) ¼” jack sockets, and are electronically balanced. 
Typical consumer (hi-fi) amplifiers and small powered monitors will have unbalanced inputs, either 
on phono (RCA) sockets, or via a 3.5 mm 3-pole jack plug intended for direct connection to a computer. 
In either case, use a suitable connecting cable with jack plugs at one end. 

Professional power amplifiers will generally have balanced inputs.

When mixing, you can connect several pairs of additional speakers (mid-field. near-field, etc.) to 
pairs of outputs and use Focusrite Control to route your mix to the different outputs as desired,  .
to check your mix on the different types of speaker.

Connecting active speakers

Connecting passive speakers
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Examples of Usage
The Clarett 8Pre is an excellent choice for numerous recording and monitoring applications.  .
Some typical configurations are shown below.

1. Recording a band

Bass GuitarGuitar

(Front Panel)

(Rear Panel)

Engineer’s Headphones

Stereo Keys

This setup illustrates a typical configuration for multitrack recording with DAW software on your 
computer.

A selection of sources – microphones, two guitars and a keyboard – are shown connected to the 
Clarett 8Pre’s inputs. Note that only Inputs 1 and 2 can be configured to accept instruments directly, 
so we have chosen to plug the guitars into Inputs 1 and 2. Ensure that INST mode is selected for 
Inputs 1 and 2 from Focusrite Control, and the INST LEDs are illuminated.

The connection to the computer running DAW software is via a Thunderbolt™ cable. This will carry 
all the input and output signals between the DAW and the Clarett 8Pre. Once the audio setup is 
correctly configured in the DAW, each input source will be automatically routed to its own DAW track 
for recording.
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A note about latency
You will probably have heard the term “latency” used in connection with digital audio systems. In the 
case of the simple DAW recording application described above, latency is the time it takes for your 
input signals to pass through your computer and audio software, and back to you. Latency is rapidly 
becoming a problem of the past; the Thunderbolt™ interface used by your Clarett 8Pre is much 
faster than the USB or FireWire interfaces you may have used previously. As a result, you will nearly 
always be able to monitor your recordings through your DAW without noticing latency.

There are two possible exceptions to this: one is when you need to set the recording buffer size 
to a high value – this may be necessary when you are recording overdubs on a particularly large 
session with many audio channels, software instruments and effects, for example. To overcome 
this, Focusrite Control gives you the option of sourcing your monitor feed directly from the Clarett 
8Pre’s inputs. Another situation where “Input Monitoring” may need to be selected is when you are 
recording several live musicians simultaneously, and they each require their own custom foldback 
mix. Focusrite Control lets you define up to eight separate stereo mixes (or sixteen mono mixes), and 
these mixes may include the current input signals as well as previously recorded DAW tracks. 

When sourcing monitor mixes from input signals in this way, ensure that the DAW channels you are 
recording are muted, otherwise the musicians will hear themselves “twice”, with one signal audibly 
delayed as an echo.

Please refer to the Focusrite Control User Guide for more details on setting up monitor mixes.
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2. Using the optical connections
In addition to the eight analogue inputs, the Clarett 8Pre has an ADAT input port (OPTICAL IN) which 
can provide an additional 8 audio inputs at 44.1/48 kHz sample rate, four at 88.2/96 kHz or two at 
176.4/192 kHz. Using a separate 8-channel microphone preamplifier equipped with an ADAT output 
– such as the Focusrite OctoPre MkII – provides a simple and excellent method of expanding the 
Clarett 8Pre’s input capability.

Computer 
running DAW 

and Focusrite Control

Inputs 1 & 2 on front panel

Optical ADAT connection (TOSLINK)
Optional 

Wordclock link

Inputs 1 & 2 on front panel

U
p 

to
 1

6 
M

ic
/L

in
e 

So
ur

ce
s

Octopre MKII 
8ch Mic Amp

The OctoPre MkII’s OPTICAL OUT port is connected to the Clarett 8Pre’s OPTICAL IN port with a 
single TOSLINK optical cable. Stable word clock synchronisation may be achieved by connecting the 
Clarett 8Pre’s WORD CLOCK output to the OctoPre MKII’s WORD CLOCK IN and setting the OctoPre 
MkII to use this as its sync source; alternatively, the Clarett 8Pre may be set (in Focusrite Control) to 
synchronise via the ADAT format signal at the OPTICAL IN port.

Note: when interconnecting two digital devices by any method, always ensure that both are set to use 
the same sample rate. 

The additional inputs realised by use of the optical port may be routed using Focusrite Control in 
exactly the same manner as the other inputs. The additional inputs can form part of any musician’s 
headphone mix, as required.

If a suitable D-to-A converter with an ADAT input is available, the OPTICAL OUT port may be used 
in the opposite manner; for example, additional outputs from the DAW may be converted into the 
analogue domain to allow the use of an external hardware mixing console to mix down a large 
number of DAW tracks.
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3. Using the Clarett 8Pre as a stand-alone mixer
The Clarett 8Pre has the ability to store a mix configuration defined in Focusrite Control within the 
hardware. This feature lets you configure it – for example, as an on-stage keyboard mixer – using 
your computer, and then upload the configuration to the device itself. Then you can use the Clarett 
8Pre as a simple, rack-mounting mixer as part of your keyboard rig to control the overall mix of 
multiple keyboards.

To FOH Mixer

In the example illustrated, three stereo keyboards are connected to the rear panel inputs of the 
Clarett 8Pre; Outputs 3 and 4 go to the main PA system. The performer can adjust the volume of the 
individual keyboards from the front panel; he/she can also independently adjust the level they hear 
the mixed keyboards at through the speakers.
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FOCUSRITE CONTROL - OVERVIEW
Focusrite Control is the software application used with the Clarett 8Pre. It allows you to create 
a custom monitor mix for each musician, and also to specify the routing of all audio signals to 
the physical audio outputs. All sample rate selection, digital syncing and buffer size settings  .
(Windows only) are available from Focusrite Control.

Note: Focusrite Control is a generic product, and may be used with other hardware 
interfaces in the Focusrite Clarett range. When you connect a Clarett interface to your 
computer and launch Focusrite Control, the model of interface is automatically detected, 
and the software configured to suit the number of inputs and outputs, and other facilities, 
available on the hardware.

Focusrite Control has a its own, dedicated User Guide, which contains detailed 
operating instructions for all aspects of the software. This may be downloaded from  .
http://www.focusrite/downloads. 

http://www.focusrite/downloads
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CLARETT 8PRE TECHNICAL SPECIFICATIONS

Performance Specifications

Configuration

Inputs 18: analogue (8), S/PDIF (2), ADAT (8) 

Outputs 20: analogue (10), S/PDIF (2), ADAT (8)

Mixer Fully assignable 30-in/16-out mixer

Digital Performance

Supported sample rates 44.1 kHz, 48 kHz, 88.2 kHz, 96 kHz, 176.4 kHz & 192 kHz

Microphone Inputs

Frequency Response 20 Hz - 20 kHz +/-0.1 dB

Dynamic Range 118 dB (A-weighted)

THD+N 0.001%

Noise EIN –128 dBu (A-weighted)

Maximum input level +18 dBu

Gain Range 57 dB

Line Inputs

Frequency Response 20 Hz - 20 kHz +/-0.1 dB

Dynamic Range 118 dB

THD+N 0.005%

Maximum input level +26 dBu

Gain Range +57 dB

Instrument Inputs

Frequency Response 20 Hz - 20 kHz +/-0.1 dB

Dynamic Range 111 dB (A-weighted)

THD+N 0.001%

Maximum input level +14 dBu

Gain Range +57 dB

Line & Monitor Outputs

Dynamic Range (line outputs) 119 dB

Dynamic Range (monitor outputs) 117 dB

THD+N 0.0007%

Maximum Output Level (0 dBFS) +18 dBu, balanced

Headphone Outputs

Dynamic Range 112 dB

THD+N 0.0008%

Maximum Output Level +16 dBu
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Physical and Electrical Characteristics

Analogue Inputs 1 & 2

Connectors “Combo XLR” sockets: Mic/Line/Inst, on front panel

Mic/Line switching Automatic

Line/Instrument switching via Focusrite Control

Phantom power +48 V switches for inputs 1 to 4, 5 to 8

Analogue Inputs 3 to 8

Connectors “Combo XLR” sockets: Mic/Line, on rear panel

Mic/Line switching Automatic

Phantom power +48 V switches for inputs 1 to 4, 5 to 8

Analogue Outputs

Main outputs 10 x balanced ¼” TRS jacks (on rear panel)

Stereo headphone outputs 2 x ¼” TRS jack on front panel

Main monitor output level control
On front panel

Headphones level controls

Other I/O

ADAT I/O

2 x TOSLINK optical connectors:
8 channels at 44.1/48 kHz
4 channels at 88.2/96 kHz
2 channels at 176.2/192 kHz

S/PDIF I/O 2 x phono (RCA); can be re-assigned to ADAT ports in software

Word clock output BNC connector

Data connector (to Mac) 1 x Thunderbolt connector

MIDI I/O 2 x 5-pin DIN sockets

Weight and Dimensions

W x D x H 482.5 mm x 43.9 mm x 291 mm 
19” x 1.73” x 11.46”

Weight 4.35 kg
9.59 lbs
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TROUBLESHOOTING
For all troubleshooting queries, please visit the Focusrite Answerbase at
www.focusrite.com/answerbase where you will find articles covering numerous
troubleshooting examples.

COPYRIGHT AND LEGAL NOTICES 
Focusrite is a registered trade mark and Clarett 8Pre is a trade mark of Focusrite Audio Engineering 
Limited.

All other trade marks and trade names are the property of their respective owners. 
2015 © Focusrite Audio Engineering Limited. All rights reserved.

http://www.focusrite.com/answerbase



